












NEW HOLLAND STYLE

Want to make New Holland  
a part of your everyday life?  
Browse the comprehensive selection  
on www.newhollandstyle.com.  
A whole range of items are available 
including hard wearing work clothing 
and a vast selection of scale models, 
together with so much more.  
New Holland. As individual as you.

iBrochure

NH Weather

NH News

Farm Genius

PLM Calculator

PLM Academy

NEW HOLLAND APPS

Experience New Holland 
What’s App!
Scan here to download the Apps

FINANCE TAILORED  
TO YOUR BUSINESS
CNH Industrial Capital, the financial 
services company of New Holland,  
is well established and respected 
within the agricultural sector.  
Advice and finance packages tailored 
to your specific needs are available.  
With CNH Industrial Capital, you have 
the peace of mind that comes from 
dealing with a financing company  
that specialises in agriculture.

TRAINED TO GIVE YOU  
THE BEST SUPPORT
Your dedicated New Holland dealer 
technicians receive regular training 
updates. These are carried out both 
through on-line courses as well as 
intensive classroom sessions. This 
advanced approach ensures your 
dealer will always have the skills 
needed to look after the latest and 
most advanced New Holland products.

SERVICE PLUS -  
LONG LASTING CONFIDENCE
Service Plus coverage from  
Covéa Fleet provides owners  
of New Holland agricultural 
machinery with additional cover  
on the expiry of the manufacturer’s 
contractual warranty. Please ask  
your dealer for more details.
Terms and conditions apply.
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 Models	 TD5.85	 TD5.95	 TD5.105	 TD5.115

Engine*		  F5C	 F5C	 F5C	 F5C
No. of Cylinders / Aspiration / Valves / Emission level		  4 / T / 2 / Tier 4A/	 4 / T / 2 / Tier 4A/	 4 / T / 2 / Tier 4A/	 4 / T / 2 / Tier 4A/
		  Stage 3B	 Stage 3B	 Stage 3B	 Stage 3B
Capacity	 (cm3)	 3400	 3400	 3400	 3400
Bore and stroke	 (mm)	 99 x 110	 104 x 110 	 104 x 110 	 104 x 110
Approved Biodiesel blend		  B100**	 B100**	 B100**	 B100**
Max. horsepower - ISO TR14396 - ECE R120	 [kW/hp(CV)]	 63/86	 73/99	 79/107	 84/114
Rated horsepower - ISO TR14396 - ECE R120	 [kW/hp(CV)]	 63/86	 73/99	 79/107	 84/114
Rated engine speed	 (rpm)	 2300	 2300	 2300	 2300
Max. torque - ISO TR14396	 (Nm)	 351@1500	 407@1500	 444@1500	 457@1500
Torque rise	 (%)	 34	 34	 35	 32
Vertical exhaust		  l	 l	 l	 l

Horizontal exhaust		  O	 O	 O	 O
Diesel tank capacity	 (Litres)	 121	 121	 121	 121
Service interval	 (hours)	 600	 600	 600	 600
Synchro Shuttle™ transmission (30kph/40kph)		  l	 l	 –	 –
Number of gears	 (F x R)	 12 x 12	 12 x 12	 –	 –
Minimum speed	 (kph)	 1.78	 1.82	 –	 –
Gears in the 4-12 km/h working range		  6	 6	 –	 –
Synchro Shuttle™ transmission [Optional Creeper (30kph/40kph)]		  O	 O	 –	 –
Number of gears	 (F x R)	 20 x 12	 20 x 12	 –	 –
Minimum speed with Creeper	 (kph)	 0.32	 0.33	 –	 –
Gears in the 4-12 km/h working range		  6	 6	 –	 –
Hydraulic Powershuttle transmission (30kph/40kph)		  O	 O	 l	 l

Number of gears	 (F x R)	 12 x 12	 12 x 12	 12 x 12	 12 x 12
Minimum speed	 (kph)	 1.78	 1.82	 1.79	 1.79
Gears in the 4-12 km/h working range		  6	 6	 6	 6
Electrical
14 volt alternator	 (Amps)	 120	 120	 120	 120
Standard battery capacity	 (CCA / Ah)	 920 / 120	 920 / 120	 920 / 120	 920 / 120
Axles
2WD front axle		  –	 O	 –	 –
4WD front axle		  l	 l	 l	 l

Steering angle 2WD / 4WD	 (°)	 – / 40	 55 / 40	 – / 40	 – / 40
Limited slip front diff. Lock		  O	 O	 O	 O
Electro hydrulic diff. Lock engagement		  O	 O	 O	 O
Electro hydraulic 4WD engagement		  O	 O	 O	 O
Turning radius 2WD / 4WD	 (mm)	 – / 5500	 4440 / 5510	 – / 5580	 – / 5580
Hydraulics
Fixed Displacement		  l	 l	 l	 l

Main pump flow	 (Lpm)	 47	 47	 47	 47
Optional high capacity pump flow	 (Lpm)	 63	 63	 63	 63
Optional high capacity steering and services pump flow	 (Lpm)	 37	 37	 37	 37
Steering and services pump flow (Mechanical shuttle / Hydraulic Shuttle)	 (Lpm)	 27	 27	 27	 27
Lift-O-Matic™ Plus system		  O	 O	 O	 O
Lift-O-Matic™ system		  O	 O	 O	 O
Flexion Bar™ lower link sensing Mechanical Draft Control (MDC)		  l	 l	 l	 l

Remote valves
Type		  Deluxe	 Deluxe	 Deluxe	 Deluxe
Max. no. rear valves		  3	 3	 3	 3
Max. no. rear remote outlets		  6	 6	 6	 6
Max. no. mid mount valves 		  2	 2	 2	 2
Max. no. mid remote outlets 		  4	 4	 4	 4
Mid mount joystick control 		  O	 O	 O	 O
Linkage		
Rear Linkage category		  I / II	 II	 II	 II
Max. lift capacity at ball ends / with optional twin assist rams	 (kg)	 3565 / –	 3565 / 4700***	 3565 / 4700***	 3565 / 4700***
Max. lift capacity through the range (610 mm behind ball ends) / 
with optional twin assist rams	 (kg)	 2700 / –	 2700 / 3450****	 2700 / 3450****	 2700 / 3450****
Front Loader Ready		  O	 O	 O	 O
Integrated loader joystick		  O	 O	 O	 O
PTO
Servo Assisted PTO engagement		  O	 O	 O	 O
Engine speed at: 540	 (rpm)	 2200	 2200	 2200	 2200
                          540 / 540E	 (rpm)	 2200 / 1535	 2200 / 1535	 2200 / 1535	 2200 / 1535
                          540 / 1000	 (rpm)	 2200 / 2261	 2200 / 2261	 2200 / 2261	 2200 / 2261
                          Ground speed		  l	 l	 l	 l
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 Models	 TD5.85	 TD5.95	 TD5.105	 TD5.115

Dimensions

Models		  TD5.85	 TD5.95	 TD5.105	 TD5.115

Brakes
Hydraulic Trailer Brakes		  l	 l	 l	 l

Optional Pneumatic Tractor Brakes		  O	 O	 O	 O
Operator Environment				  
Suspended platform with mid mounted foldable ROPS		  O	 O	 O	 O
VisionView™ cab with FOPS - OECD Code 10 Level 1		  l	 l	 l	 l

VisionView™ cab category level - EN 15695		  2	 2	 2	 2
High visibility roof panel		  l	 l	 l	 l

Rear window wiper / washer		  O	 O	 O	 O
Air suspension seat with seat belt		  O	 O	 O	 O
Instructor seat with seat belt		  O	 O	 O	 O
Tilting steering column		  l	 l	 l	 l

Air conditioning		  O	 O	 O	 O
Air Recirculation Filters		  O	 O	 O	 O
Radio ready		  l	 l	 l	 l

Telescopic shatterproof mirrors		  O	 O	 O	 O
Optimum VisionView™ cab noise level - 77/311EEC	 [dB(A)]		  78
Factory Fit Rotating Beacon		  O	 O	 O	 O
Weights
Minimum unballasted / shipping weights:							     
   2WD front axle with ROPS	 (kg)	 –	 3250	 –	 –
   4WD front axle with ROPS	 (kg)	 3500	 3500	 3500	 3500
   2WD front axle with cab	 (kg)	 –	 3540	 –	 –
   4WD front axle with cab	 (kg)	 3740	 3740	 3740	 3740
2WD Max. permissible weight at 30kph	 (kg)	 –	 5600	 –	 –
4WD Max. permissible weight at 40kph	 (kg)	 5800	 6000	 6500	 6500

l Standard      O Optional     – Not available      
* Developed by FPT Industrial         ** Conditions apply         *** 4500kg with R38 tyres         **** 3300kg with R38 tyres

Dimensions on rear tyres***		  16.9 R34	 18.4 R34	 16.9 R38	 16.9 R38
A Overall length inc. front support to rear linkage****	 (mm)	 4320	 4320	 4320	 4320
B Min. width with standard fender	 (mm)	 1920	 1920	 1920	 1920
C Height at centre of rear axle to top of ROPS	 (mm)	 2006	 2006	 2006	 2006
    Height at centre of rear axle to top of ROPS folded	 (mm)	 1340	 1340	 1340	 1340
    Height at centre of rear axle to top of cab 	 (mm)	 1890	 1890	 1890	 1890
D Min. overall height to cab roof	 (mm)	 2640	 2665	 2690	 2690
E Wheelbase: 2WD front axle	 (mm)	 –	 2488	 –	 –
                      4WD front axle	 (mm)	 2280	 2280	 2280	 2280
F Track width (min./max.)	 (mm)	 1424-2133	 1424-2133	 1422-2135	 1422-2135
G Ground clearance	 (mm)	 442	 464	 495	 495

*** Rear Tyres other than those mentioned are available: 480/70R30, 420/70R30, 16.9 R30, 18.4R30, 480/70R34, 12.4 R36, 16.9 R34, 18.4 R34, 13.6 R36, 13.6 R38,  
16.9 R38, 540/65R34, 540/65R38, 480/70R38    **** Front weights included



New Holland Top Service:  
Customer Support and Customer Information

Top availability
If you need information,  
or have an out of hours 
question, ring our toll-free 
number*. All day, every day,  
we are just a call away.

Top speed
Express parts delivery:  
when you need it,  
where you need it!

Top priority
Fast-track solution  
during the season: because  
your harvest can’t wait!

Top satisfaction
We drive and track the solution 
you need, keeping you informed: 
until you are 100% satisfied!
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at your own dealer

The data indicated in this folder are approximate. The models described here can be subjected to modifications without any notice by the manufacturer. The drawings and photos 
may refer to equipment that is either optional or intended for other countries. Please apply to our Sales Network for any further information. Published by New Holland Brand 
Communications. Bts Adv. - Printed in Italy - 04/15 - TP01 - (Turin) - 140009/INB

	 For more details, ask your New Holland dealer!
*	Calls to the Top Service team are free from landlines in the United Kingdom and Republic of Ireland. 	

UK-based mobile calls are also free, but Republic of Ireland mobile users should call 01 2421881 	
and this will be charged at your standard network rate.

www.newholland.com/uk - www.newholland.com/ie


